S.S. RHS 90° FLUSH MOUNT SIDE WALL &
CISTERN GRAB RAIL SET

BTR-01-016

The BRITEX Stainless Steel Right-Hand 90° Flush Mount Side Wall & Cistern Grab Rail
Set is designed to provide safe, reliable support in accessible washrooms. Featuring a

vandal-resistant design, concealed fixings and a satin stainless steel finish, this AS1428-
compliant grab rail set is ideal for public amenities and commercial washrooms.

Features and Benefits

* AS1428 Compliant Design - Supports * Vandal-Resistant Construction - Durable
accessibility requirements when installed design helps withstand heavy use in public
in accordance with AS1428.1 guidelines. and commercial environments.

e Right-Hand Side Configuration - Purpose- e Concealed Fixings & 90° Rail
designed for right-hand accessible toilet Configuration - Provides secure support
layouts and user requirements. with a clean, professional appearance and
enhanced user safety.

Sample Spec

BTR-01-016:S.S. 90° Flush Mount Side Wall 950x600 & Cistern Grab Rail Set Right Hand Side User - Includes
300mm Rail.

*RED TEXT may denote a variable where one option only is to be selected, a nominal dimension that needs to be specified, or an optional feature that can be removed if
not required. Please refer to the back of this page for additional specification details and options.
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MODEL BTR-01-016
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MODEL BTR-01-038 Rear view

Options:
. Left Hand or Right Hand Side application

VISIT BRITEX.COM.AU TO DOWNLOAD BIM FILES, CAD DRAWINGS AND THE MOST CURRENT PRODUCT LITERATURE.

Last Revised 9 Sep 2026 [ Rev 1

Due to ongoing research and our commitment to product
development, details are subject to change without notice.
Details accurate at time of print.

B RI I a Please refer to britex.com.au for the most current product information.
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