CONTOUR SOAP DISPENSER STAINLESS
STEEL - STANDARD NOZZLE

BTX-05-021

The BRITEX Contour Stainless Steel Soap Dispenser with Standard Nozzle is a durable
and stylish hand hygiene solution for commercial washrooms. Featuring a satin stainless

steel finish, vandal-resistant construction and concealed fixings, it is designed to provide
reliable liquid soap dispensing in high-traffic environments.

Features and Benefits

e Standard Nozzle Dispensing - Provides * Vandal-Resistant Design - Helps minimise
smooth, reliable liquid soap delivery for damage and maintenance requirements in
everyday use. busy public facilities.

e Suitable for Liquid Soap - Compatible ¢ Concealed Fixings - Creates a clean,
with a wide range of liquid soap products. professional appearance while improving

security and tamper resistance.

Sample Spec

Britex Contour Soap Dispenser Stainless Steel with Standard Nozzle - Product Code BTX-05-021

*RED TEXT may denote a variable where one option only is to be selected, a nominal dimension that needs to be specified, or an optional feature that can be removed if
not required. Please refer to the back of this page for additional specification details and options.
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MODEL BTX-05-021 Front & Side Views
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MODEL BTX-05-021 Rear View
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Options:

. ABS Pump Button or Standard Nozzle

VISIT BRITEX.COM.AU TO DOWNLOAD BIM FILES, CAD DRAWINGS AND THE MOST CURRENT PRODUCT LITERATURE.
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Due to ongoing research and our commitment to product

development, details are subject to change without notice.

Details accurate at time of print.

Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.
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