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WALL MOUNTED TIMED FLOW PUSH

BUTTON TAP - COLD

TW-9104

Introducing the BRITEX Wall Mounted Timed Flow Push Button Tap (Cold) a durable,
reliable tap designed for high-use environments such as schools, public wash areas and

wash troughs.

Features and Benefits

* Wall Mounted Timed Flow Push Button  WaterMark Certified - Meets strict
Tap - Reduces water consumption Australian standards for safety, quality and
through controlled timed-flow operation. performance.

e Push Button Activation - Simple, ¢ Robust Construction - Withstands heavy
vandal-resistant operation ideal for daily use, reducing maintenance and
high-use public environments. extending service life.

Sample Spec

Britex Wall Mounted Timed Flow Push Button Tap - Cold - Product Code. TW-9104

*RED TEXT may denote a variable where one option only is to be selected, a nominal dimension that needs to be specified, or an optional feature
that can be removed if not required. Please refer to the back of this page for additional specification details and options.
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Technical Information: Wall Mounted Timed Flow Push Button Tap - Cold

Wall Mounted Push Button Operated Nominal Flow
Automatic Shut Off: After 7.5 sec (+/- 2.5 sec)
WELS: 6 Stars

WaterMark: AS 3718

Flow Rate: 4.5 L/min
Materials: Chrome Plated Lead Free DZR Brass

MODEL TW-9104 Front & Side Elevation
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VISIT BRITEX.COM.AU TO DOWNLOAD BIM FILES, CAD DRAWINGS AND THE MOST CURRENT PRODUCT LITERATURE.
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Due to ongoing research and our commitment to product

development, details are subject to change without notice.

Details accurate at time of print.

Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.
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